MID-STATES
MECHANICAL

SERVICES, INC.

55121 211th Lane
Mankato, MN. 56001
800-950-0279
Ph. 507-388-1572
Fax.507-388-6661

WEDGE ANCHOR DATA

102 Saginaw Road
Joplin, MO. 64804
877-881-6611
Ph. 417-781-6611
Fax. 417-781-6612

THREADS
D L A T PER INCH
1/4" | 1-3/4"
1/4" | 2-1/4" | 3/4" |0.065" 20
1/4" | 3-1/4"
3/8" | 2-1/4" | 7/8" |0.065" 16
3/8" 3"
3/8" | 3-3/4" |1-1/8" |0.065" 16
3/8" 5"
1/2" | 2-3/4"
1 /2" 3'3/4" L1] (1]
112" 412" 1-1/4" |0.095 13
1/2" | 5-1/2"
5/8" | 3-3/4"
5/8“ 4'3/ " L 1] (1]
5/8" 6" 1-1/2" |0.095 11
5/8" ™
3/4" | 4-3/4"
3/4" | 5-1/2" " "
3/4" 7" 1-1/2" |0.134 10
3/4" 8"
1™ 4-1/2"
1™ 6" |2-1/4" |0.134" 8
1™ 9"

ALLOWABLE WORKING LOADS (lbs.)

CONCRETE STRENGTH 2000 psi 3000 psi 4000 psi 6000 psi
DIA. Embedment | Tension | Shear | Tension| Shear |Tension| Shear | Tension| Shear
1-1/8" 270 430 330 430 380 430 470 430
1/4" 2" 560 430 590 430 630 430 670 430
3-3/4" 670 430 670 430 670 430 670 430
1-5/8" 530 930 650 930 750 930 850 930
3/8" 2-1/2" 1200 930 1290 930 1370 930 1550 930
4-1/4" 1330 930 1390 930 1440 930 1550 930
2-1/4" 1170 | 1600 | 1310 | 1600 | 1450 | 1600 | 1730 | 1600
1/2" 3-1/2" 1870 | 1600 | 2130 | 1600 | 2400 | 1600 | 2800 | 1600
6" 2080 | 1600 | 2310 | 1600 | 2530 | 1600 | 2800 | 1600
2-3/14" 1600 | 2800 | 1870 | 2800 | 2130 | 2800 | 2670 | 2800
5/8" 4" 2400 | 2800 | 2850 | 2800 | 3290 | 2800 | 4190 | 2800
7" 3200 | 2800 | 3470 | 2800 | 3730 | 2800 | 4190 | 2800
3-1/4" 1970 | 3010 | 2320 | 3330 | 2670 | 3470 | 3200 | 3470
3/4" 4-3/4" 2930 | 3470 | 4130 | 3470 | 4800 | 3470 | 5870 | 3470
8" 4000 | 3470 | 4930 | 3470 | 5870 | 3470 | 6320 | 3470
4-1/2" 3330 | 7070 | 4050 | 7270 | 4670 | 7470 | 5600 | 7470
1™ 6" 5330 | 7470 | 6200 | 7470 | 7070 | 7470 | 8800 | 7470
9" 6670 | 7470 | 7670 | 7470 | 8670 | 7470 | 10670 | 7470

Notes:

1. Minimum spacing: Bolt to Bolt = 10 X Stud diameter.
Bolt to any edge of concrete = 5 X Stud diameter.
2. Minimum thickness of concrete = 1.25 X Embedment Lenght of stud.




